
          

    

Description

Application:

DAVCO Parex 201 Stuccowall is a white cement based
exterior wall finish. It is ready-to-wet and requires minimal
maintenance.

Apply the product using a steel trowel until desired finish
is obtained. Use rubber float for a rough finish and steel
trowel for a smooth finish.

Uses
Exterior textured coat for portland cement plaster.

Coverage
Coverage will vary depending on substrate, thickness and
texture of the application.

Packaging

25 kg net weight

Storage & Shelf Life
Store off ground and protect from sun, rain and moisture.
Shelf Life is 12 months if properly stored in the original
unopened container result of the finish.

How To Use
Surface Preparation:
The concrete must be clean and sound, remove all foreign
materials that may inhibit the bonding of the Parex 201
Stuccowall to the substrate.
New rendered substrated must be cured for atleast 3 - 7 days
and new concrete must be cured for 28 days.

Mixing:
Using a mechanical mixer, add 5.5L of clean water to a
container then the Parex 201 Stuccowall powder for 3 minutes
or until mixture is homogeneous or free of lumps.
Set the product aside for 2 to 3 minutes.
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Machine Application:
Spray the first coat to completely cover the dry portland
cement brown coat.
Correct imperfections by filling and/or scraping. Allow to dry
prior to applying the second texture coat.
During periods of cool temperatures and / or high humidity, it
is recommended that one full day be allowed between coats.

Limitations:
Use only on surfaces that are sound, clean, dry, unpainted,
and free from any residue that might affect the ability of this
product to bond to the surface.
Application in direct sunlight in hot weather may adversely
affect aesthetics. Protect adjacent surfaces from overspray and
droppings, drips or spills. They should be removed
immediately with water or soap and water to prevent the
possibility of permanent staining.
Always wear proper safety equipment, eye protection, and
gloves when mixing and applying this product.
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